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ABSTRACT

Tactile charts are essential for conveying data to blind and low
vision (BLV) readers but are difficult for designers to construct.
Non-expert designers face barriers to entry due to complex guide-
lines, while experts struggle with fragmented and time-consuming
workflows that involve extensive customization. Inspired by forma-
tive interviews with expert tactile graphics designers, we created
Tactile Vega-Lite (TVL): an extension of Vega-Lite that offers tactile-
specific abstractions and synthesizes existing guidelines into a series
of smart defaults. Predefined stylistic choices enable non-experts
to produce guideline-compliant tactile charts quickly. Expert users
can override defaults to tailor customizations for their intended
audience. In a user study with 12 tactile graphics creators, we show
that Tactile Vega-Lite enhances flexibility and consistency by au-
tomating tasks like adjusting spacing and translating braille while
accelerating iterations through pre-defined textures and line styles.
Through expert critique, we also learn more about tactile chart
design best practices and design decisions.
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1 INTRODUCTION

Tactile charts are an essential tool for blind and low vision (BLV)
people to independently explore data and participate equally in
discussions involving statistical analysis [22, 55]. As a subset of
tactile graphics, tactile charts use braille, raised lines, textured ar-
eas, and distinct marks to represent statistical data through touch
[21]. Research has found that tactile charts facilitate independent
data exploration, communicate spatial relationships, provide non-
sequential access to information, and support content comprehen-
sion and memorization [22]. They surpass printed or electronic
tables in helping blind users understand the correlations between
variables [55], helping students learn statistical concepts, and de-
veloping tactile graphic literacy [2, 21].

However, when we conducted formative interviews with tactile
graphics designers (section 3), we found that the existing work-
flows for designing and prototyping tactile charts are, unfortunately,
tedious and time-consuming, requiring a high level of skill and ex-
perience. We found that because best practices for tactile design
differ significantly from practices in visual design, non-expert de-
signers face significant barriers to entry. For example, in visual
design, it is common to optimize for space efficiency or aesthet-
ics by orienting text sideways or scaling it while still maintaining
legibility. However, this practice does not translate well to tactile
design. Braille, the standard form of text in tactile charts, cannot be
scaled, and orienting it in different directions can make it impossi-
ble to read. Prioritizing space efficiency can lead to overcrowding,
which hinders the clarity and usability of tactile charts, especially
for non-expert designers. Existing guidelines for tactile graphic
design have a steep learning curve and can be overwhelming for
those new to the field. Even for expert tactile designers, difficulties
arise due to a lack of dedicated software tools for creating tactile
charts. Designers typically need to master multiple tools to create
a single chart, including general-purpose vector drawing tools and
braille translation software. Each has its own learning curve, and
designers must repeat tedious operations, such as transferring de-
signs between tools, to make manual adjustments, even for minor
modifications. The labor-intensive, specialized work involved in
this process hinders the adoption of tactile charts in practice.

To address these challenges, we present Tactile Vega-Lite (TVL):
extensions to Vega-Lite [46] for rapidly prototyping tactile charts.
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In contrast to existing work ows that rely on fragmented function-
ality across various general-purpose tools, TVL introduces a set
of domain-speci ¢ abstractions for tactile chart design (section 4).
These include support for tactile encoding channels, braille, naviga-
tional aids, and layout con guration. These extensions to Vega-Lite
enable designers to bene t from the advantages of existing visual-
ization grammars such as the ability to systematically enumerate
a design space while still expressing tactile-speci ¢ a ordances.
They also enable authors of Vega-Lite visualizations to make small
edits to existing visual speci cations to create tactile charts without
requiring deep tactile design expertise.

Just as Vega-Lite providesnart defaultshat enable authors to
easily specify common visual chart forms, TVL's defaults generate
tactile charts that align with established guidelines. For example,
TVL renders grid lines as the least tactually distinct lines on a graph,
as recommended by the Braille Authority of North America (BANA)
guidelines [LJ. Also, TVL automatically places the x-axis title below
the labels and aligns it to the leftmost x-axis label, where readers
conventionally expect to nd it. Expert designers can override
these defaults to make context-speci ¢ adjustments for their output
medium (e.qg. braille embosser, swell paper) or intended audience.
Similarly, prede ned palettes of lines and area textures allow non-
experts to choose from a set of reliable options while enabling
experts to rapidly prototype with reusable texture con gurations.

We implement a prototype TVL editor that takes a declarative
TVL speci cation and outputs a tactile chart in SVG format. These
SVGs can be printed using various production methods; popular
options include an embosser or a swell form machine. Through an
example gallery (section 5), we demonstrate that TVL expresses a
variety of chart forms and layouts. We also conducted a user study
(section 6) with 12 tactile graphics designers to understand how TVL
compares to their existing design work ows. We found that par-
ticipants valued prede ned textures and line styles for consistency
and e ciency, aligning with existing work ows. Customizability
was crucial for adapting tactile charts, especially for younger read-
ers who bene t from grid lines and clear spacing. Di erences in

expectations between professional designers and Teachers of Stu-

dents with Visual Impairments (TVISyevealed a trade-o between
advanced design capabilities and practical, easy-to-use solutions,
with professionals seeking more complex tools and TVIs favoring
simplicity and e ciency. Through an expert critique of the system's
defaults, we found that designers appreciated the tactile-speci c
design assets, such as prede ned textures and line styles, which
encouraged reasoning and prototyping to determine the optimal

Chenetal.

2 RELATED WORKS
2.1 Tactile Chart Design

The e ectiveness and legibility of tactile charts are heavily in u-

enced by their design, particularly how well the chart accommo-
dates the tactile reader's ability to discern shapes, lines, and tex-

tures through touch. To inform design, researchers have studied
the relative e ectiveness of di erent types of tactile charts, such as

diagrams P9, heatmaps 19, schematics43, and network graphs
[57). Another body of work studies the e ectiveness of speci ¢ tac-

tile design elements, such as texture®2[51, 53 54, or grid lines

[3, 9, 36. These studies highlight the need for deliberate design
choices that prioritize tactile discernibility.

The reader's experience with tactile reading also a ects the
e ectiveness of a particular design. Experienced tactile readers, for
example, can more easily interpret dense information and advanced

tactile symbols, while novice readers may require simpler charts
with fewer details. Tactile reading strategies can vary, with some

individuals using the palm of their hand to explore larger areas and

their ngertips for more detailed inspectionZ9 31]. As a result, the

design of the tactile chart must be tailored to its intended audience.
Finally, the methods and materials with which a tactile chart is

produced can a ect a reader's experience. The most commonly used
production methods for creating tactile charts include microcapsule
paper, embossers, or vacuum-forming techniques. Tactile charts
can also be viewed as a form of data physicalizati@§|[ where
data is transformed into physical artifacts to leverage human tactile
perception. For instance, the use of collages and 3D models has been
less common due to their limited replicability but is popular among

teachers of blind and low-vision studentd]]. Refreshable braille

displays BQ provide digital tactile output, enabling users to access
dynamic content; however, they are limited in size and struggle
to represent detailed graphics. The choice of production method
matters because each method o ers a di erent tactile experience
and has implications for the chart's longevity, texture delity, and
ease of reading.

In our work, we create an authoring system for tactile charts
intended for use with embossers or swell form paper. We incorpo-
rate best practices for tactile chart design into our system's default
speci cations, making it easy for an author to rapidly create an
e ective chart. An author can make small edits to a declarative
speci cation to make adjustments for their intended audience.

2.2 Authoring Tactile Charts

design for di erent audiences. This feedback validates our dual ap- The most common way to author tactile charts is through manual

proach of providing guideline-aligned defaults while allowing for
customization to accommodate context-speci ¢ needs, balancing
e ciency, functionality, and reader experience.

IThe term Teacher of Students with Visual Impairments (TVI) is widely used by
organizations such as the American Printing House for the Blind (APH) and the Braille
Authority of North America (BANA) to refer to educators who work with blind and low
vision students. We acknowledge that the term visually impaired can be considered
harmful language @], or otherwise not preferred2§. In this paper, we avoid using
this term to describe people. However, we use TVI for clarity when referencing the
speci ¢ job title, to maintain consistency with its use by educational institutions like
APH [23], by educators [12], and by the state in licensing teachers [5].

authoring using vector drawing tools, such as Adobe lllustrator
and Corel Draw, or physical materials like braille graph paper and
raised-line drawing kits. These methods o er high control over the
nal tactile output but are labor-intensive and require specialized
knowledge of tactile design principles. A designer must meticu-
lously adjust line thickness, spacing, and texture to ensure a chart
is legible and informative for tactile users. This often involves trial
and error, with multiple revisions needed to achieve the desired
outcome.

Automated and semi-automated systems for authoring tactile
charts provide an alternative to manual creation, o ering more e -
cient work ows. These systems are generally either image-driven
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systems or data-driven systems. Image-driven systems, such asinterview participants) to better understand their design and au-

those using image processing, automatically convert existing vi-
sual charts into tactile formats5 27, 30, 34, 35 39,40 56. While
these methods are e ective for general image conversion, they are
less ideal for visualizations. The main issues include a loss of data
granularity and a compromise in delity, which can obscure criti-
cal information. Data-driven systems, by contrast, directly convert
data into tactile charts without relying on a visual reference. One
such example is SVGPIlott§, a tool that transforms structured
data (such as CSV les) into tactile visualizations. However, exist-
ing systems exhibit several shortcomings in expressiveness and
customizability [L8 24, 52 55. These include restrictive output
formats (PNG) that limit post-creation editindgf], a lack of sup-
port for custom visual encodingslff, and inadequate compliance
with established accessibility guideline4, 55. Additionally, these
systems do not support advanced data transformations or iterative
design processes, which are essential for re ning and optimizing
tactile charts. The limited customization options, especially regard-
ing textural enhancements and detailed layout adjustments, further
constrain their e ectiveness and usability.

In our work, we create an automated, data-driven authoring
system. Our work aims to strike a balance between rapid authoring
through guideline-compliant defaults and customizability through
tactile abstractions for encoding, layout, navigational aids, and
braille.

3 MOTIVATION

To better understand the practical challenges involved with mak-
ing tactile charts, we conducted formative interviews with tactile
graphics experts to motivate our system design. From these inter-
views, we synthesized a set of design challenges that inform the
design of tactile chart authoring systems. In this section, we rst
describe our process for conducting formative interviews. Then,
we summarize a tactile chart designer's work ow: rst by walking
through an example of a professional designer's work ow and then
discussing how an educator's work ow might di er. Finally, we
discuss how these work ows translate into design challenges that
tactile chart authoring systems can address.

3.1 Methods

We conducted seven formative interviews with experts in the eld,
including three Teachers of Students with Visual Impairments
(TVIs), one assistive technology specialist who creates tactile graph-
ics, two developers of assistive technologies, and one professional
tactile graphics designer. Experts were sourced through snow-
ball sampling, leveraging connections through acquaintances, and
reaching out to relevant institutes and organizations, such as the
Andrew Heiskell Braille and Talking Book Library in New York
City. The interviews, lasting between 30 minutes to 1 hour, were
conducted both in person and online. We asked participants about
the current state of tactile graphics, their perception of existing
tools, best practices in tactile graphics design and ways to learn
about it, how they create tactile graphics, and their production
methods.

Additionally, we conducted an hour-long observational session
with a professional tactile graphics designer (one of our seven

thoring work ow. During the session, we observed the designer
creating new charts and updating and adjusting existing charts in
Adobe lllustrator. The designer explained their process and reason-
ing aloud as they worked, giving us valuable insights into their
decision-making approach.

3.2 Expert Tactile Chart Designer Work ows

Our interviews revealed rich insights on how expert tactile design-
ers conduct their work. Here, we present an example design work-
ow synthesized from our interviews and our observation session
with the professional tactile graphics designer, using a walkthrough
of how a designer would create an example multi-series line chart
(Figure 1) depicting the average fertility rate of China and Aus-
tralia from 1955 to 2005. We synthesized this example work ow
by re-watching video recordings of the observational study and
systematically analyzing screenshots and intermediate design les
produced during the authoring process. This allowed us to identify
key decision-making steps, iterative re nements, and recurring pat-
terns, which informed the construction of a generalized work ow
representative of tactile chart creation practices.

3.2.1 Step 1: Familiarizing with complex guidelifastile chart
designers rely on established guidelines to create accessible and
e ective graphics. The most authoritative resource in this eld is
the 2022 Guidelines and Standards for Tactile Graphics published
by the Braille Authority of North America (BANA) 1. Spanning

426 pages, this comprehensive document provides best practices
for everything from basic tactile design to advanced techniques for
representing complex information.

Designers usually keep the guidelines open during their work or
rely on experienced colleagues for quick consultations. For instance,
to design a line graph like the one in our example (Figure 1), a
designer would look up the relevant section of the guidelines under
Unit 6: Diagrams for Technical Materiapeci cally in 6.6 Graphs
[10. The designer might begin by reviewing and taking notes on
the speci c instructions regarding grid spacing, line thickness, and
label placement. For example, grid lines should be the least distinct
lines in a graph (6.6.4.4); the x-axis (horizontal) and y-axis (vertical)
lines must be tactually distinct and stronger than the grid lines, and
plotted lines should be the strongest and most tactually distinct
lines on the graph (6.6.2.2)(J. The designer would take note of
these details during the planning stage.

New designers often nd guidelines challenging to navigate
due to their highly speci ¢ and segmented structure. For instance,
the guidelines are divided into distinct sections for each type of
graph such as line graphs (6.6.4), bar graphs (6.6.6). Information
is often repeated across multiple sub-sections, but there are often
subtle yet critical di erences between graphs that are important to
the accessibility of the result. This lack of generalizable principles
means designers frequently jump between sections, ensuring they
are referencing the correct one for the speci ¢ graph type they are

working on.

Furthermore, the guidelines are lled with exceptions and precise
details that can be di cult to generalize. For example, bars in tactile
bar charts should be between 3/8 inch (1 centimeter) and 1 inch (2.5
centimeters) wide except for histograms, which should not have



CHI 25, April 26-May 1, 2025, Yokohama, Japan

Chenetal.

Figure 1: Comparison of visual and tactile charts representing fertility rate trends for China and Australia from 1955 to 2005.
This comparison shows design considerations necessary when transforming visual data into tactile formats, such as converting
text to braille, adjusting scaling and spacing of chart elements, re-arranging the legend, and substituting visual encodings with

tactile encodings.

spacing between adjacent bars. This speci city makes it harder for
designers to develop a broad, transferable understanding of tactile
design principles and often requires constant cross-referencing,
adding to the already complex process.

3.2.2 Step 2: Constructing the grapRiafessional designers often
favor vector graphics tools like Adobe lllustrator, valuing their
precision and robust capabilities despite a steep learning curve.
Typically, a designer begins with a visual reference: either using an
image, PDF, or PowerPoint slide, or generating a new chart from
the data in a tool like Excel. They then import this visual into vector
graphics software to trace key elements, including lines, axes, grid
lines, and tick marks (Figure 2.1).

For our example line chart, the designer di erentiates between
the two data series by applying distinct line styles for China and
Australia (Figure 2.2). Since creating textures and line styles from
scratch can be time consuming, many professionals utilize Illustra-
tor's symbols feature to generate reusable graphic assets. Maintain-
ing a customized library of these symbols helps streamline their
work ow, though building and managing such libraries can also be
labor intensive.

The designer manually selects the grid lines to adjust their prop-
erties. They set them to be the least distinct lines relative to the x-
and y-axis, which are more tactually distinct. Axes are emphasized
to provide a clear reference frame for the reader. The designer then
creates a legend that mirrors the exact line styles and textures used
in the chart (Figure 2.3). According to guidelines, the legend should
be placed before the graph and on the same page when possible.

The designer also adjusts the layout to optimize for the percep-
tual limitations of touch. Since tactile readers typically use their
palms for an overview and ngertips for detail, designers usually
scale lines while maintaining the relative spacing ratio between
the lines and tactual distinctiveness. In this case, they manually
select each grid line in lllustrator and increase the spacing between

them. They also resize line styles in the legend to make them more
discernible by ngertips. Further adjustments might involve individ-
ually selecting and adjusting the spacing between chart elements,
such as the chart title and y-axis label, to maintain clarity (Fig-
ure 2.4).

Designers typically use Duxbury Braille Translation software to
convert the chart title, x- and y-axis title and labels, and other text
elements into braille. The designer rst copies the text and selects
the braille code appropriate for the chart audience. For instance,
younger children often use Grade 1 uncontracted braille, while
adults typically use Grade 2 contracted braille. For example, the
word Australia would be, AUSTRALIGrade 1 ASCII braille, but
would be, AU/RALIAIn Grade 2 ASCII braille (the visual di erence
between these strings rendered in Unicode braille is shown in Fig-
ure 3). In Grade 2 braille, the lettest have been contracted as
a single cell. The designer then copies the translated braille back
into their graphic design software. Braille introduces spatial con-
straints because it occupies more space than print text and cannot
be resized. The designer then has to re-adjust the layout to t the
braille, including scaling the axes to avoid overlapping braille labels
(Figure 2.5).

3.2.3 Step 3: Iterating for context and audieAtthis design stage,
the designer might make further adjustments based on the chart's
intended purpose and the reader's familiarity with tactile graphics.
For example, the designer might want to simplify the chart by elim-
inating borders or grid lines that do not contribute to the chart's
core message. One educator we interviewed stated that less is
more, and their goal was cutting down to the essentials. However,
the degree of simpli cation depends on the chart's purpose and
audience designers may retain grid lines if readers are expected
to interpret speci ¢ data points or add additional vertical grid lines
for young readers who need help tracking values across the chart.
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Figure 2: Example walkthrough of an expert designer's tactile chart creation process. 1) Tracing a visual reference. 2) Creating
tactile encodings. 3) Creating a legend. 4) Adjusting spacing. 5) Scaling the axes to avoid overlaps.

Similarly, a designer might adjust line thickness for di erentread- 3.2.4 Step 4: Producing a physical artif@etr interviews primarily
ers. Thinner lines are conducive to precise reading of data values; discussed two common methods for converting digital chart designs
however, one educator mentioned that precision is less critical for into physical prints.
younger students, so they prefer thicker lines because they are  Embossing involves creating raised lines and textures directly
easier to locate and trace. Balancing varying reader needs requires on a sheet of paper, making the nal product durable and suitable
designers to adapt their designs thoughtfully, ensuring each chart for long-term use. Embossers like the ViewPlus Delta or Columbia
is tailored to the user's pro ciency and tactile experience while  are commonly used for this process. However, embossed lines,
maintaining accessibility and e ectiveness. especially curved ones, can sometimes appear jagged or segmented,
Once the initial design is complete, the designer needs to iterate as the embosser cannot always produce perfectly smooth curves.
on it using specialized preview software to ensure it will e ectively  Di erent graphic embossers can produce varying outcomes due to
translate when physically produced. For example, designers use di erences in resolution, dot density, and embossing techniques.
Tiger Designer Suite to preview how a design would render on Variations in these factors can a ect the raised elements' clarity,
an embosser. Designers and TVIs often refer to this step as seeing texture, and precision, leading to discrepancies in how the same
how it is going to tiger out . To preview the design, the designer image is rendered. Consequently, the tactile quality and readability
rst saves their le from lllustrator and then re-opens it in Tiger of the embossed chart can di er depending on the speci ¢ embosser
Designer Suite to preview. While in preview mode, the designer used. This is why previewing and adjustments speci c to di erent
checks the layout to identify potential issues, such as lines being machines are essential.
too close or elements overlapping. Depending on the outcome of  Swell forming uses a special type of paper coated with mi-
the preview, the designer then returns to the lllustrator le to  crocapsules. When black lines are printed on the paper and the
make additional edits. They repeat the process above until they are sheet is run through a machine that applies heat, the lines swell
happy with the preview results. Although essential for creatinga up, creating raised textures that can be felt. This method allows for
high-quality tactile chart, previewing and adjusting can be time- smoother curves and more varied textures than embossing, but the
consuming and frustrating, which requires a designer to constantly resulting tactile graphic may wear down faster with use. Di erent
jump back and forth across di erent software. swell form machines and microcapsule papers can a ect the nal
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(a) Grade 1 uncontracted braille representation of the word Aus-
tralia . Each letter is an individual cell.

(a) Step-by-step process of converting a
photo of a hawk into a tactile embosser for-
mat using QuickTac [16].

(b) Grade 2 contracted braille representation of the Word Aus-

tralia. st has been contracted to one cell.

Figure 3: Braille representations of the word “Australia’ in
Grade 1 (left) and Grade 2 (right).

tactile output because of variations in their sensitivity and emboss-
ing capabilities. Swell form machines may di er in temperature
and pressure settings, a ecting the depth and clarity of the raised

features. Similarly, variations in microcapsule paper quality and (b) Hands-on math activity setup featur-
formulation can in uence how well the paper responds to the em- ing blue compartment trays, a number line,
bossing process, resulting in di erences in texture and detail in the and bug-shaped manipulatives [11].

nal tactile representation.

3.3 Educator Work ows

In subsection 3.2, we focused mainly on the work ows of our in-

terview group's professional tactile graphic designers and assistive

technology specialists. However, we found that our interviewers,

who were educators, prioritized di erent design goals. Where pro-

fessional designers prioritize precise control and customization,

educators instead prioritize a ordability, availability, and ease of

use. These priorities resultin a di erent approach to tactile chart cre-

ation. Though we found that professional designers and educators

have largely overlapping thought processes, educators typically use

more manual approaches to constructing physical charts (Step 2). () An example of how a TVI might make
This section brie y discusses how an educator's chart construction tactile charts for the classroom [38].
step di ers from a professional designer's.

In contrast to professional designers, educators tend to prioritize - Figyre 4: Educators often use a combination of specialized
ease of use and speed. One educator with 14 years of teaching ex-sgftware, embossing techniques, and hands-on materials to
perience said that time and graphics determine what production  ¢reate tactile graphics that convey visual information in ac-
is used. As a result, they often rely on more straightforward tools  essible formats for blind and low-vision students.
like QuickTac (Figure 4a) and physical objects such as pre-printed
braille number lines and braille labels (Figure 4b). QuickThg [s
free software widely used by educators to trace images and convert
them into tactile graphics with basic formatting. It allows users to
trace images and import them into the Duxbury Braille Transla- graphics, it o ers limited customization compared to professional
tor (DBT) for braille translation. Although it is tailored for braille design tools.
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Educators we interviewed also shared that they often begin with

existing classroom materials, such as worksheets or textbook graph-

ics, as their primary reference. An educator who works at the Marin
County O ce of Education shared that they make tactile charts
as often as it comes up in the curriculum. Using QuickTac, they
trace or draw the graphic and then enhance it with tactile elements
created from textured materials, such as braille labels or pre-printed
number lines. These elements are manually glued together to form
the nal tactile chart (Figure 4c). While this approach is fast and
practical for classroom use, it is less precise than work ows em-
ployed by professional designers, often resulting in lower accuracy
and less consistency across charts.

Educators turn to this pragmatic approach because they lack
easy-to-use tools that o er both customization and precision and
lack time to develop skills in more complex software. While there

might be some pedagogical advantages to using tangible materi-

als like pipe cleaners for line charts, it is likely that many TVIs
would like the option to use more automated tools if they were
more available and user-friendly. The reliance on manual assembly
and adaptation of existing materials often re ects a need to bridge
the gap between the ideal of professionally designed tactile graph-
ics and the practical constraints of time, resources, and available
technology in educational settings.

3.4 Design Challenges
Based on our formative interviews with experts, we identi ed

CHI 25, April 26-May 1, 2025, Yokohama, Japan

DC2: Existing tools require high skill even to create basic
charts. Designers face a trade-o between complexity and control.
Tools like Adobe lllustrator that provide extensive customization
options are often challenging to master, especially for those with-
out specialized training. While there are ways to streamline work-

ows such as using shortcuts or creating reusable symbols and
textures newcomers are often unaware of these tips and tricks.
Mastering these techniques requires time and experience, which
many novice designers or those new to tactile graphics lack. On the
other hand, tools such as SVGPIotif that automate many aspects

of the process o er limited customization, restricting designers' abil-
ity to create tailored tactile graphics that meet speci ¢ user needs.
The lack of intermediate tools those that balance ease of use with
meaningful customization forces designers to choose between two
extremes: highly complex, professional-grade software or overly
simpli ed, automated solutions. This trade-o can be particularly
frustrating when trying to meet the needs of diverse audiences,
from beginners learning to read tactile graphics to advanced users
requiring highly detailed and accurate representations.

DC3: Tools lack a ordances speci c to tactile chart design.

Most professional designers use general-purpose vector graphics
software, like Adobe lllustrator, to create tactile charts. Because
these tools are not designed speci cally for tactile chart design,
work ows can become unwieldy as designers translate tactile chart
concepts into low-level graphical primitives.

For example, when a designer wants to make a change to a data-
driven tactile mark, they will typically want to apply this change

several challenges in designing tactile chart authoring systems. to every mark. However, they are forced to manually select and
Here, we describe these design challenges that guided our decision-adjust each element, as most tools lack the ability to propagate
making as we iterated on the design of Tactile Vega-Lite (TVL). changes across identical elements easily. This manual e ort adds

In section 4, we elaborate on how our design rationale for TVL
responds to these challenges.
DC1: Guidelines are di cult to learn, apply, and general-

ize. Existing tactile graphics guidelines are highly prescriptive in
that they often consist of lengthy and detailed lists of criteria that
should be met in a tactile chart. While this level of detail makes
it clear how designers should implement guidance and makes it
easy to tell when charts are not complying with guidelines, there

considerable time to the work ow.

Moreover, designers often transfer data between di erent plat-
forms; for instance, they create a chart in Excel and then move it to
a vector design tool like Illustrator to trace it. Designers must also
preview the tactile chart in separate software to ensure it renders
correctly for the intended production method (e.g., embossing or
swell-forming). If the preview reveals issues, they must return to Il-
lustrator, make edits, and repeat the process, leading to a frustrating

are also drawbacks to this approach. For instance, designers can cycle of back-and-forth adjustments. This cross-platform transfer

sometimes nd these guidelines challenging to learn independently,
particularly when limited examples or experienced mentors are
available. Even when designers are familiar with guidelines, remem-
bering and applying them consistently can be di cult. Additionally,
correctly implementing the guidelines in a design can be extremely
tedious and error-prone, involving numerous manual adjustments
to account for ne details.

Further, the guidelines are non-exhaustive; they only cover a
small subset of data visualizations. For example, guidelines provide
detailed instructions on creating bar charts, line charts, pie charts,
and scatter plots but do not cover strip plots, bubble plots, grouped
bar charts, and area charts, all of which are commonly used in prac-
tice by journalists and other visualization designers. Generalizing
guidelines to other chart forms is di cult because they focus on
prescriptive guidance rather than higher-level design principles.
When the guidelines do not cover a certain chart type or situation,
designers must make judgment calls that typically require years of
experience or extensive practice.

introduces the risk of losing accuracy in the tactile representation
and is only necessary because of the lack of domain-speci c tool
support.

These ine ciencies underscore the need for tools designed for
tactile chart creation, with built-in a ordances for managing tactile-
speci c assets, propagating changes across elements, and stream-
lining the iterative process.

4 SYSTEM DESIGN

Tactile Vega-Lite (TVL) is a set of extensions to the Vega-Lite gram-
mar that enables rapid prototyping of tactile charts. We chose to
extend Vega-Lite because we wanted to express a wide variety of
tactile charts using a concise set of primitives, which is made possi-
ble by Vega-Lite's Grammar of Graphics (GoG)-based approach. We
also hoped to enable visualization authors to easily specify default
charts that are informed by best practices by making small edits
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to existing visual speci cations without requiring tactile expertise.
Vega-Lite's design and use of defaults lends itself to this approach.

To design TVL, we alternated between prototyping the desired
syntax of TVL as fragments of JSON and prototyping a TVL com-
piler that could produce SVG tactile charts from our syntax. Our
prototype TVL compiler is open source, and its code can be found
at https://github.com/mitvis/tactile-vega-lite.

We also conducted informal testing of TVL charts by produc-
ing them on swell paper and testing with blind colleagues one
pro cient in tactile graphics and one less familiar to ensure that
they could successfully interpret chart contents and answer data-
related questions. They also provided feedback on design choices
and defaults, which then in turn informed our language design.

In this section, we rst introduce TVL's tactile abstractions and
default speci cations. Then, we discuss our design rationale and
how it addresses the design challenges we identi ed.

4.1 Tactile Vega-Lite Abstractions

TVL extends Vega-Lite with new abstractions that address design
considerations speci c to tactile charts. These abstractions enable
the speci cation of tactile encodings, braille usage, navigational
aids, and layout con guration. For each speci cation, TVL provides
default values (Appendix A) motivated by best practices in tactile
design. In this section, we review each language extension, address-
ing how they build on Vega-Lite's existing grammar of graphics
and explaining our choice of defaults.

4.1.1 Tactile Encodinga.visualization, encodings are mappings
of data elds to perceptual properties such as color, size, and po-
sition. Tactile Vega-Lite shares many encodings with base Vega-
Lite, such as thex andy positional encodings, and encodings like
size andshape However, it does not include encodings for visual-
only properties likecolor or opacity . Instead, TVL introduces a
texture encoding that maps a data eld to a set of patterns that
are perceptually distinct by touch. Drawing on empirical research
and guidelines on pattern setd () 17, 42 53 54, we designed a
default texture palette for TVL with 10 Il textures (Figure 6).

By default, the system automatically assigns discrete texture
encodings to a subset of textures from the built-in palette. If only
one data value is present in the encoding, we assighdGrayFill
as the default texture because empty bars can complicate the tactile
di erentiation between bars and white space around thet] 20.
When more than ve textures are used in the chart, the system
alerts the author and recommends that they consider alternate
encodings. This is because readers may have di culty learning and
recalling the mapping between textures and data values when more
than ve textures are used.

A designer can override the default texture by specifying an
alternate set of named textures from our set of ten (Figure 7a).
Though Vega-Lite can technically support arbitrary SVG textures,
they are di cult to specify concisely for instance, a variety of
colors can be expressed concisely through RGB notation, but there
is no analogous notation for texture. Thus, we leave specialized
language support in TVL for arbitrary textures for future work.

Where textures de ne a tactile pattern for an area, TVL uses the
existing strokeDash encoding to de ne tactile patterns for lines
andstrokeWidth encoding to control the thickness of the line. TVL
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provides a set of pre-de netineStyles , which includedashed
solid , dotted , longDashed(Figure 6). These line styles, combined
with variations in strokeWidth , enable designers to create a wider
range of tactile line patterns. Like with texture, the system prompts
the author to consider creating multiple charts when more than
four di erent line styles are present.

By default, when there is only a single plotted line, the system
always chooses the solid line style because it is the most easy-to-
recognize tactile pattern, minimizing confusion for readers unfa-
miliar with other line styles. In a multi-series line chart, the system
will always choose the solid line as one of the line styles and pair
other styles with it because the contrast between a solid line and
other patterns, such as dashed or dotted lines, is higher. Designers
can customize arbitrary line styles by specifying teokeDash
encoding using SVG's standard dash array notation.

4.1.2 Braille Usag®raille uses six raised dots arranged in a sys-
tematic pattern of two columns with three dots each, forming what
is known as a Braille cell32. Uni ed English Braille (UEB) is
the standardized system of English BrailldZ, which includes
uncontracted braille (Grade 1) and contracted Braille (Grade 2).
Uncontracted braille is typically easier for beginners to learn but
requires more space, limiting its use primarily to early elemen-
tary education. Contracted braille, the more advanced and widely
used form, incorporates abbreviations, contractions, and shorthand
symbols to represent common words, parts of words, or groups
of letters. The numeric indicator in braille is a specialized symbol
that signals the subsequent braille cells should be interpreted as
numbers rather than letters. This indicator is used only once in se-
guences with multiple digits before the rst digit. This distinction is
crucial in contexts like tactile charts, where accurate representation
of numbers is frequently required.

TVL implements braille translation using the open-source li-
brary LibLouis B7], which is well-regarded within the braille tran-
scriber community. The default settings in TVL use versatile and
high-quality Swell Braille font at 24pt a font size for readable
Swell Braille in tactile graphics, applying Grade 2 braille with the
en-ueb-g2.ctb translation table from LibLouis. Given that braille
fonts can vary depending on production methods, designers can
choose from additional braille fonts, such @slifornia Braille
which refers to a speci c braille dot and cell spacing standard
unique to California, designed for compliance with state regula-
tions for public signage, oBraille29 , which is used to create
tactile graphics embossed using the Tiger embosser, available in
many languages.

4.1.3 Navigational Aid¥ega-Lite provides navigational aids such
as grid lines, axes, and axis ticks, which help users interpret data
by o ering reference points for scale and structure. These visual
aids assist with understanding relationships between data points
and orienting users within a chart. Tactile Vega-Lite builds upon
these elements by introducing a clear information hierarchy among
navigational aids, which assist users in orienting and navigating
the chart's layout. This hierarchy organizes the relative prominence
of grid lines, axes, tick marks, and data lines, ensuring that critical
information is easy to detect while supporting elements remain
unobtrusive.
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Figure 5: Tactile chart creators can use the TVL code editor to customize key properties such as axis labels, tick marks, sorting,

and texture encodings. The rendered outputs on the right showcase
code snippets in yellow show properties that were added in TVL.

For tactile charts, clear navigational aids are critical due to di er-
ences in visual and tactile way nding and exploration. According
to Lucia Hasty, co-author of the BANA Guidelines and Standards
for Tactile Graphics, unlike sighted individuals who typically grasp
visual graphics in a whole-to-part manner, blind readers usually
explore tactile graphics in a part-to-whole sequenc®&]]. They
begin by examining individual elements of the graphic and grad-
ually piece them together to understand the overall structure and
context. Tactile readers rely heavily on anchors speci ¢ points
on a graphic that they can consistently refer back to while navi-
gating the rest of the image. These elements facilitate the reading
and comparison of values and serve as navigational breadcrumbs,
allowing readers to trace their path back to previous points. It is
crucial to balance these enhancements with minimizing clutter and
maintaining clarity [21].

Information hierarchy for navigational aids is expressed through
variations in line styles, thickness, and placement [10]. According
to guidelines, grid lines should be the least distinct lines in a chart.

the parallel visual and tactile representations. Highlighted

The x-axis and y-axis should be tactually distinct and stronger than
the grid lines. Tick marks may have the same line strength as the
axes or have a line strength stronger than grid lines and weaker
than axes.

However, research has not reached de nitive conclusions on
how to judge a line as more or less tactually distinct. For example,
it is unclear whether line style or thickness plays a more signi cant
role in tactile distinctiveness (e.g., whether a thinner solid line is
more or less distinct than a thicker dotted line). TVL o ers various
customization options for designers to adjust on a case-by-case
basis.

TVL uses default con gurations to express the navigational aid
hierarchy by varying only the line thickness. Conventionally, solid
lines represent primary paths, while dashed or dotted lines indi-
cate secondary or auxiliary lines. Line thickness can also convey
hierarchy, with thicker lines representing more prominent features
or paths and thinner lines for less signi cant ones. Additionally,
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Figure 6: A collection of textures and line styles designed for accessibility in charts and diagrams. The textures include various
Il patterns such as solid gray, diagonal lines, dots, and grid patterns, while the line styles include solid, dashed, dotted, and
long-dashed lines.

the placement of these elements in relation to other tactile encod- facilitate the reading of speci c values and maintain orientation,
ings, such as texture or braille labels, helps users orient themselves while on categorical axes, they enable the identi cation of mark
within the information structure. TVL provides customizable ways  positions and quantity through tactile scannin@{)]. They also
to express this hierarchy, allowing designers to adjust line thickness, aid readers in di erentiating chart elements, discerning units, and
style, and placement to meet speci ¢ tactile needs. accurately associating labels with the corresponding axes.
TVL'sstaggerLabels parameter staggers the x-axis labels, plac-
ing alternating values one or two lines below the x-axis as sug-
gested by the BANA guidelined []. When staggerLabels is set
totrue , alead line extends the tick marks to the staggered labels on
the lower level (Figure 7c).ead linesre connecting lines that link
data points to axes or other reference points and labels, making it
easier for tactile readers to follow relationships between elements.
By default,staggerLabels is set to"auto” ; in this case, the sys-
tem staggers axis labels when the length of the labels exceeds the
threshold.

Grid lines.Grid lines provide a reference framework that helps
readers track the positions of data points relative to the axes. Grid
lines are useful when readers need to track values accurately, such
as in bar or line charts. Research shows grid lines can improve
readability, reading speed, and accuracy, though they can increase
reading time B, 8, 24, 26 36. TVL applies grid lines by default to
guantitative axes based on the chart's encoding. A designer can
customize grid line styles and change the background/foreground
stacking order (Figure 7b).

Axes and axis ticksThe x- and y-axis provide a frame of reference
for tactile way nding by de ning the bounds of the chart. Guide-  4.1.4 Layout Configuratiohayout refers to chart elements' rela-
lines suggest that they should be tactually distinct and stronger tive positioning, spacing, alignment, and orientation. Tactile readers
than the grid lines but less than plotted lined (). For tactile read- often employ a systematic scanning technique, using two hands
ers, axis ticks serve a dual function: on quantitative scales, they to gather information from the top to the bottom of a page. This
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scanning method helps identify key features such as titles, labels,
and other critical elements before diving into the ner details. A

good layout uses alignment and negative space to enhance read-

ability and comprehension while respecting readers' reading habits.
Here, we discuss TVL's use of positioning, spacing, and alignment
to manage layout considerations.

Positioning By default, the chart title is centered at the top of the
page. This placement allows readers to quickly identify the chart's
subject and orientation, as the title is typically the rst element
sought by blind users. If there is a legend, then the legend is posi-
tioned directly below the title, with each legend entry positioned
vertically on the same page to maintain continuity. This helps read-
ers familiarize themselves with the di erent textures and line styles
before exploring the data points. Legend entries, by default, are
stacked vertically to provide a straightforward, predictable read-
ing path (Figure 7d). Although placing the legend above the chart
takes up space, it enables users to anticipate the chart content and
recognize textures as they encounter them [20, 24].

SpacingThe general rule of thumb for spacing is that 1/8 inch
between any two elements is required to perceive individual pieces
of information [10. TVL spaces axis labels 1/8 inch from the tick
marks or axis lines on the x-axis and y-axis and adds additional
padding between the axes and the marks in the chart. The system
also adds spacing equivalent to 1 or 2 braille cell heights after the
chart title and the x and y-axis titles. This spacing ensures that
the tactile elements are not too densely packed, allowing users to
di erentiate between components. TVL sets the width of the chart
based on these spacing speci cations.

Alignment. By default, the system left-aligns the chart to the left
of the plotting area to make it easier for readers to locate informa-
tion quickly by systematically scanning from left to right. The x-axis
title is left-aligned with the left-most x-axis label. We center the
labels within the width of the bar or set of bars as recommended by
the BANA guidelines 14. Similarly, the y-axis title is left-aligned
with the y-axis labels, while the labels are center-aligned with the
corresponding tick marks.

4.2 Design Rationale

Tactile Vega-Lite leveragesnart defaultgéo handle tedious format-
ting tasks, maintain consistency, and accelerate chart creation. By
pre-con guring layout settings including alignment, spacing, and
positioning rules TVL ensures that charts adhere to tactile design
guidelines (DC1). These defaults eliminate the need for designers
to manually adjust each element, speeding up the design process
and reducing the cognitive load of applying complex guidelines.
TVL smart defaults con gure the navigational aids such as grid
lines, axis line width, and axis ticks according to best practices for
information hierarchy, ensuring consistency across multiple charts.

In addition to being guideline-compliant, TVL's default templates
are reusable, allowing designers to easily apply consistent designs
across di erent projects by loading the same TVL speci cation with
new data. These reusable templates minimize manual adjustment
while allowing designers to override default settings, ensuring that
both e ciency and customization are balanced (DC1, DC2).
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While smart defaults streamline the process, TVL recognizes
that the needs of tactile readers are diverse, and designers often
have the best knowledge of how to meet those needs. The sys-
tem allows for complete customization of chart elements, enabling
designers to adjust sizes, line styles, textures, and layout to suit spe-
ci ¢ contexts and users (DC2). This exibility empowers designers
to create tailored solutions while still bene ting from the e ciency
of default settings. By combining smart defaults with customiza-
tion, TVL strikes a balance between simplifying the design process
and providing the control necessary to accommodate unique user
requirements, addressing the trade-o between complexity and
control (DC2).

TVL o ers a ordances for tactile design-speci ¢ needs with
prede ned styles for grid lines, textures, and line styles, allowing
designers to quickly prototype charts without needing to create
tactile assets manually. The system integrates braille translation
directly, eliminating the need for designers to switch between mul-
tiple platforms like Duxbury and Illustrator. This built-in function-
ality starts with data and reduces the ine ciencies of moving across
platforms, ensuring that tactile charts are produced e ciently and
with fewer errors. By minimizing platform-switching and automat-
ing key steps, TVL enhances productivity and ensures designers
can focus on higher-level decisions, solving key work ow issues
speci c to tactile chart design (DC3).

4.3 Limitations

Our implementation of TVL has several limitations. First, TVL cur-
rently only supports a subset of chart types supported by Vega-Lite.
As we discuss in section 5, we have prioritized the most common
tactile chart types. However, it is also unclear for many other chart
types what best practices are for translating them. For example,
area charts are not mentioned in the BANA guidelines, so we have
not prioritized them in our prototype TVL compiler. Second, TVL
assumes a screen-based rendering model, limiting its ability to
precisely model the size of the physically produced end result.
Tactile charts rely heavily on precise measurements for usability,
but precise pixel-to-physical size calculations are dependent on
hardware parameters. For similar reasons, TVL does not currently
provide machine-speci ¢ previews (e.g. for speci c embossers). Con-
sequently, it might be di cult for users to anticipate how charts
will look when produced on their devices. This lack of feedback
can impact the quality of the nal tactile outputs.
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